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3M Purification Inc. Water Filtration Products Models DP290 & DP295 dual port water fil- N

tratien systems help provide consistent high quality water for the multiple applications of
cold beverages, ice and coffee at a combined flow rate of up to 10 gpm (37.9 Ipm}). Two
separate streams exit the manifold. Both streams have reduced sediment and chloring
taste and odor. One stream has added scale inhibition media from a dedicated cartridge
to help reduce the ahbility of calcium and magnesium to precipitate as hard scale on the
evaporator plates of an ice machine and/or the heating coils of a coffee brewer. The
second stream supplies cold beverage dispensers and includes no added scale inhibitor.

The DP230 filters combine chlorine taste and odor reduction with cyst, bacteria and
sediment reduction to 0.2 micron. The DP285 filters combine chiorine taste and odor
reduction with sediment reduction to 3 micron for more turbid water.
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PRODUCT BENEFITS

* One system with dual outiet connactions simultaneously supplies cold beverage dis-
pensers and ice machines/coffee brewers.

* Upto 10 gpm (37.9 Ipm) total flow of water especially treated for consistent great tast-
ing cold beverages, clearer and consistent ice and the perfect cup of coffee or tea.

* Revolutionary Integrated Membrane Pre-Activated Carbon Technology {“IMPACT")
dual-zone media cartridge construction combines a membrane in series with premium
activated carbon to provide superior throughput and cartridge life.

» Reduction of up to 99.99% of common water-borne heterotrophic bacteria by mem-
brane filtration as tested by 3M Purification (HF90 replacement cartridge).

¢ NSF and/or FDA CFR-21 compliant materials.
¢ Built-in bacteria inhibitor intended to reduce fouling of media {HF90 replacement cartridge).

= Reduction of scale build-up on evaporator plates and heating coils from a controlled
forced-feed orifice addition of scale inhibitor, as tested by 3M Purification.

= Sanitary Quick Ghange {(SQC) encapsulated cartridge design allows for fast and easy
cartridge change-outs with a 1/4 turn.

e 3/4" NPT horizontal inlet and oullet ports allow direct or easily adaptable connections to
existing plumbing lines.

= Expansion kit available to serve higher capacities and flow rates.
o Auxiliary inlet gauge port allews optional monitoring of differential water pressure.
» Manifold includes outlet check valves and vent valve.
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PRODUCT SPECIFICATIONS

Reduction
Claims

Nominal
Micron
Rating

Service
Flow Rate

Replacement

Application Buriridae

Capacity Sizing

MO?«L :Ilzrrmal DPZ‘,}? ;:Q_I?JEPAK For simulltaneous
108,000 gallons | 10.0 gpm (HF90 (@ty. 2) & HFE-5) ca,;’;’,f;?;',ﬁ"c‘ﬂﬁee
(408,823 liters) |  (37.91pm) Hgher D725 CATITAK machines and

Turbidily Water (HFS5 Qly. 2)_ & HFB-5) ice machines

Cysts', Bacteria?,
DP290 56242-01 Sediment, Chlorine 0.2
Taste and Odor, Scale '
Sediment, Chiorine
- 5624202 | 1aste and Odor, Scale 4
.

Tincludes oncysls ef cryptosporidivm and toxoplasma and cysts of giardia and entamueba
2As Lested wilh E.Cali ATCC (11229)
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* System includes a two cartridge manifold with bullt-in pressure gauge, inlel water
shut-off valve, oullet check valves, mounling brackets, twao cartridge fifters and a
dedicated external scale inhibition cartridge.

il — * Auxiliary inlet gauge part allows aptional monitoring of difforential water pressure,

¢ Inlet and outlet plumbing connections are 3/4" NPT {choice of male or female is
included).

o ] « Filler carlridges are o-ring seal type.

n = + System maximum operating pressure of 125 psi (362 kPa} and operafing temperature
& : Cy of 100°F (37.8°C).

+ Recommended combined service flow rate is up to 10 gpm (37.9 Ipm).

N » Two large filter carlridges incorporale a bacteriostatic carbon black filiralion medium

L é*._l’:'.f{] (HF0 replacement cartridge). Third cartridge includes a scala inhibition medium (HF8-S).

%’ * System materials are NSF and/or FDA CFR-21 compliant,

» Cartridges are sanitary in design, requiring no contact with the filter media during
cartridge ehange-out.

* Filter cartridges require no pre-activation.
¢ Shipping weight: Contacl factory.
= Operating weighi: 28.9 Ibs. (13.1 kg).

IMPORTANT: INSTALLATION TIPS

These installalion tips are for informational purposes only and are nof intended lo be
used as actual inslallation instructions, CAUTION: To reduce the risk associated with
property damage due to water leakage:

» Read and follow Use Instructions before installation and use of this system.

1
2 5/15° (5.9 cn) MIK
NISTANCE REQUIRED
b= Ty REMOVE CARTRIDGE
3 |

AWARNING: To reduce the risk associated with the ingestion of = insiallation and use MUST camply with all state and Iocal plumbing codes.
contaminants: * Protect from freezing, remove filter cartridge when temperaluras are expected to dro
« Do nol use with water that is microbiologically unsafe or of below 40°F (4,490 & g P n
unknown quality without adequate disinfection before or after Eow (“.4°C).
the system. Systems certified for cys| reduction may be used on + Do not install on hot water supply lines, The maximum operating waler lemperature
disinfected water that may confain filterable cysts. EPA Establishment of this filter system is 100°F {37.8°C).
#070595-CT-001 = Do not install if water pressure exceeds 125 psi (862 kPa). |f your water prassure
exceeds B0 psi (552 kPa), you must install a pressure [imiting valve, Contact a plumbing
IM Purification [nc. recommends regularly scheduled maintenance and professional if you are uncertain how to check your water pressufe,
replacement of the filler Garlridge(s) In order for the product to performas ¥« pp not install where water hammer conditions may accur. If water hammer conditions
advertised/sold. 3M Purification shell not be liable for system failures due exist you must install a walar hammer arrester, Contact a plumiing professional if you are
lo improper maintenance, uncertain how to check far his condition,

» The disposable filter cartridge MUST be replaced every 12 months, at the rated capacity

or if a noticeable reduclion in flow rate occurs.
LIMITED WARRANTY

M Purification Inc. warrans this Product will be free from defects In material and manufacture for five (5) years from the date of purchase: The filter cariridga or filler membrana is
warranled to be free from defects in malerial and manufaclure for one (1) vear. This warranty does not cover failures resulting from abuse, misuse, alleralion or damage nol causad by 3M
Purlfication Ine. or failure to follow inslallalion and use Inslructions. No waranty IS ¢lven as to the service life of any filler cartridge or membrane as it will vary wilh local waler conditions
and water consumption, 3M PURIFICATION ING. MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INGCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY
OR CONDITION OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURFOSE OR ANY EMPLIED WARRANTY OR CONDITION ARISING OUT OF A COURSE OF DEALING, CUSTOMER OR
USAGE OF TRADE. If \he Produck iails Lo satisly Lhis Limlled Warranty durlng the warranty perled, IM Purification Inc, will replace Ihe Product or refund your Product purchase price. This
warranly does nol cover labor, The remedy slaled in this paragraph is Cuslomer’s sole remedy and IM Purification Inc's excluslve obllgalion. For additional Information, see the
entire Limited Warranty [ocaled in the product Installation and Operating Instruction Manural,

Limitation of Liability; 3M Purification Inic. will not be liable for any loss or damage arising from Lhis 3M Purilicalion Inc. product, whelher direct, Indlrect, special, Incldantal, or
consequetial, regardless of the legal theory asserled, including warranty, contract, negligence or strict llability. Some states and counirles do not allow the exclusion or limitation of
inctdenlal or conseguentlal damages, so the above timitalton or exclusion may not apply ko you,

M Purification Inc.

400 Research Parkway

Meriden, GT 06450 U.S.A M is a tradomark of IM Campany.
Toll Free: 1.800243.6894 © 2011 3M Company. All righls resenved.
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