HCM 7th Signalized Intersection Summary

16: NC Hwy 96 E & NC 96 Bypass 06/10/2024
2 N I

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations b [l % 4 4 if
Traffic Volume (veh/h) 98 417 325 111 83 59
Future Volume (veh/h) 98 417 325 111 83 59
Initial Q (Qb), veh 0 0 0 0 0 0
Lane Width Adj. 100 100 100 100 100 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00
Parking Bus, Adj 100 100 100 100 100 1.00
Work Zone On Approach No No No

Adj Sat Flow, veh/h/In 1870 1870 1870 1870 1870 1870
Adj Flow Rate, veh/h 109 463 361 123 92 66
Peak Hour Factor 090 09 09 09 09 090
Percent Heavy Veh, % 2 2 2 2 2 2
Cap, veh/h 505 449 754 1029 510 432
Arrive On Green 028 028 019 055 027 027
Sat Flow, veh/h 1781 1585 1781 1870 1870 1585
Grp Volume(v), veh/h 109 463 361 123 92 66
Grp Sat Flow(s),veh/h/In 1781 1585 1781 1870 1870 1585
Q Serve(g_s), s 28 170 7.6 1.9 2.3 1.9
Cycle Q Clear(g_c), s 2.8 17.0 7.6 1.9 2.3 1.9
Prop In Lane 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 505 449 754 1029 510 432
VIC Ratio(X) 022 103 048 012 018 0.5
Avail Cap(c_a), veh/h 505 449 765 1029 510 432
HCM Platoon Ratio 1.00 100 100 1.00 1.00 1.00
Upstream Filter(l) 100 100 100 100 100 1.00
Uniform Delay (d), s/veh 164 215 9.6 65 167 16.6
Incr Delay (d2), s/veh 02 506 0.5 0.2 0.8 0.8
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/In 10 192 20 0.5 0.9 20
Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 166 721 10.1 6.7 175 173
LnGrp LOS B F B A B B
Approach Vol, veh/h 572 484 158
Approach Delay, s/veh 61.6 92 174
Approach LOS E A B

Timer - Assigned Phs 2 4 B 6
Phs Duration (G+Y+Rc), s 38.0 220 167 213
Change Period (Y+Rc), s 7.0 7.0 7.0 7.0
Max Green Setting (Gmax), s 31.0 15.0 10.0 14.0
Max Q Clear Time (g_ctl1), s 3.9 19.0 9.6 43
Green Ext Time (p_c), s 05 0.0 0.0 04
Intersection Summary

HCM T7th Control Delay, s/veh 35.0

HCM 7th LOS C

Build Alt-3 2050 PM Peak  Signalized 1:29 pm 05/15/2024 Synchro 12 Report
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